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Bath Bar  Vanity 
Tips for Easy Installation & Care of your Bath Fixture 

 
  
Safety First - Always make sure electricity to the junction 
box is turned off before installation 
 

 

Mounting and Hardware 

 If you are replacing an existing fixture:  after removing your old fixture, clean the wall area and 

sand any rough spots until smooth to ensure the new fixture will install flush with the wall, 

touch up paint where needed. 

 

 Older homes often times have different junction boxes than newer homes. Before installing the 

fixture, note which size mounting screws fit your homes junction box and check to make sure 

they fit the mounting support bracket screw holes. (2 sets of screws are provided for fitting) 

 

 Match the wall junction box screw holes with the mounting support bracket screw holes to 

ensure they line up correctly.  Most bath fixtures come with a mounting bracket that has 

multiple screw hole positions for easy fit.  If the mounting bracket you received doesn’t line up 

correctly, you may need a criss‐cross mounting bracket. This can be purchased at your local 

Lowes store. For some installations, it is possible to install the mounting bracket to a nearby wall 

stud and then run the wires behind the fixture from the mounting bracket to the junction box.  

 

 Before connecting the electrical wires, set the fixture on the mounting screws and ensure the 

mounting screws are not sticking out too far from the wall. They should only be far enough out 

that the ball nuts will cover them snug. 

 

 For safety, only use the recommended bulb wattage(s) for your light fixture. Do not use 

detergents to clean the fixture. 

 

Follow package instructions for connecting electrical wires. Most connections 

are  as  follows:  Black‐to‐Black  (=  Power Wire), White‐to‐White  (  = Neutral), 

Copper‐to‐Copper ( = Grounding wire, this wire is sometimes Green)  

 



Bath Vanity Installation



Helpful Installation TipsHelpful Installation Tips

Installation Problems Mounting HardwareInstallation Problems

• Fixture doesn’t fit snug to

Mounting Hardware

• Mounting BracketsFixture doesn t fit snug to 
wall

Mounting Brackets

• Criss‐Cross Mounting 
• Mounting bracket doesn’t 

align with existing opening
Brackets

B ll N t
• Fixture is Loose after 

Mounting

• Ball Nuts



Mounting Hardware

Mounting Brackets

1. There are different versions 
of mounting brackets.

2. Some mounting brackets 
can turn. This is helpful with 
junction boxes that are not 
straight or where holes 
don’t match updon t match up.

3. The mounting bracket 
should be made out of steelshould be made out of steel 
and be strong enough to 
hold the fixture snug so it 
won’t sag.



Hardware Included
Mounting Hardware

Extra screw bolt included  (or purchase from Lowes) are used with 
indented mounting brackets for a tighter fit against wall. 

Typically included with heavy bath fixtures.



Installation Challenge

Fixture not fitting snug to 
wall

Installation Challenge

1. 5 & 6 lights vanities can 
have this issue due to 
the weight of the 
fi d l l bfixture and glass globes.

2. Tip to Fix – use smaller 
length screws included 
with the mounting 
bracket (or purchase 
f L ) Thfrom Lowes). The 
smaller length screw 
will fasten the fixture 
closer to the wallcloser to the wall.



Fixture is loose after mounting Installation ChallengeFixture is loose after mounting

1. This version of a mounting 
bracket will allow the

Installation Challenge

bracket will allow the 
screw to back out after 
installation.

2. Once the fixture is 
fastened to the wall and 
the ball nut tightened, 
continue turning the ball 
nut clockwise This willnut clockwise.  This will 
allow the screw to back 
out and will help hold the 
fixture snug to the wall. 

f l i hBe careful to not strip the 
ball nut.



Installation Challenge

Mounting Bracket doesn’t align ? 

Try a criss‐cross mounting bracket

1. Allows setting the 
mounting screws in 
different locations on 
the mounting bracket.  
Use where junction box 
h l d liholes do not line up 
straight. 

2. Example showing a 
junction box where 
holes are not set 

i hstraight.



Installation Challenge

Bolt doesn’t fit screw in all the way

Some fixtures are supplied 
with long bolts and short 
bolts for fitting the fixturebolts for fitting the fixture 
to the wall.  Use whichever 
set of bolts fit the best.  
The length of the bolt 
ensures the mounting 
screws will be set at the 
correct depth.


